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Abstract 

The Pyrenees, like many other mountain areas in Europe, have experienced 

depopulation and land abandonment during the 20th Century. This has encouraged 

vegetation recovery in formerly occupied areas, including reforestation to promote 

woodland. The objective of this study is to analyse the effects of these changes on 

shallow landsliding, a process responsible for erosion and land degradation in many 

mountain areas. A sequence of aerial images reveals a slight decrease in the landslide 

occurrence rate in the last half of the 20th Century and a parallel increase in the 

landslide extinction rate, i.e. the rate at which evidence of landslide activity is removed 

by vegetation colonisation. A logistic regression routine was used to assess the 

influence of land use and vegetation recovery in the occurrence of shallow landslides. 

The result shows that the former arable fields on the valley slopes still facilitate 

landsliding, even after land abandonment and revegetation by shrubs or trees. A shift in 

the topographic location of landslides was also detected, pointing to an increased 

importance of water redistribution in the slopes after prolonged rainfall periods. 
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1. Introduction 

Shallow landsliding is one of the most common geomorphic processes in the 

mountain areas of the world (Innes, 1983; Johnson and Rodine, 1984; Blijenberg, 

1998). Shallow landslides usually have small to medium dimensions and typically affect 

the soil mantle and upper regolith, tending to evolve into unconfined debris flows which 

can affect infrastructure, houses or cultivations. Shallow landslides also constitute a 

major process of land degradation and, in many areas, are responsible for a substantial 

fraction of the total sediment delivered from a catchment. These are the reasons why 

they have been widely studied (Innes, 1983), including the prediction of their location 

by multivariate analysis and Geographical Information Science (i.e., Carrara et al., 

1999). 

The development of positive pore pressures in soil and colluvium profiles due to 

the infiltration of water during intense and/or prolonged rainfall periods is usually 

considered the main triggering mechanism (Wieczorek, 1987; Van Asch et al., 1999), 

although other processes like earthquakes or volcanic eruptions can also play an 

important role in some regions. In populated mountain regions, shallow landslides often 

result from the interaction between environmental and human factors (Caine, 1980; 

Blijenberg, 1998). In particular, forest logging, fire and cultivation on hillslopes are 

considered the most important in triggering shallow landslides (García-Ruiz et al., 1988; 

Cannon, 2000; Squier and Harvey, 2000). It is thus widely accepted that changes in land 

use significantly affect shallow landsliding. An increase in the rate of ocurrence of 

landslides following forest logging or land clearance has been described in many studies 

such as Furbish and Rice (1983), Collison et al. (1995), Fannin et al. (1996), Cruden 

and Miller (2001). Therefore, revegetation is often recommended for slope stabilization 

(Morgan and Rickson, 1995). However, there is a lack of studies on the effects on 
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shallow landsliding of natural revegetation after land abandonment and reforestation 

over a long time period. 

This paper focuses on shallow landslide activity in the Ijuez Valley, Spain, during 

the second half of the 20th Century. As was common in the Spanish Pyrenees, the Ijuez 

Valley underwent a shift from high land-use pressure to almost complete abandonment 

during the 20th Century, with a general increase in vegetation cover following 

abandonment. The main objective of this study is to assess the influence of changes in 

land cover on the occurrence of shallow landslides, through the example of the Ijuez 

Valley. 

With this objective, I developed a GIS database based on the analysis of 

sequential aerial images to map the location of shallow landslides and land cover, and 

the derivation of topographic parameters from a digital terrain model (DTM). Annual 

landslide occurrence rates and 'extinction rates' (the rate at which evidence of past 

landslide activity is lost) could be deduced from the sequence of images. A set of 

logistic regression models were fitted to explain the topographic location of shallow 

landslides for the different time periods analysed, in order to assess the influence of 

changes in land cover on landslide occurrence as well as recovery after landsliding. 

 

2. Study area 

The Ijuez River Valley is a tributary of the Upper Aragón River, in the Central 

Spanish Pyrenees (Fig. 1), with an area of 54.6 km2. The elevation ranges from 800 to 

2200 m a.s.l. and its average gradient is around 25º. The catchment lies within the 

Eocene Flysch Sector, consisting of a succession of thin, alternating, heavy folded 

layers of marls and sandstones. This formation has been identified as very prone to 
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shallow landsliding (García-Ruiz and Puigdefábregas, 1982; García-Ruiz and Valero, 

1998; Lorente et al., 2002, 2003). 

The typical size of the landslides is small (average 16 m wide), and the average 

runout length of the associated debris flow is about 56 m (Lorente et al., 2003). They 

affect a thin layer of soil and regolith (less than 1 m in general), and the slip surface 

coincides with the contact between soil and rock. Landslides are typically triggered 

during intense rainfall episodes. Figs. 2 and 3 show examples of shallow landslides and 

resultant debris flows in the Eocene Flysch unit area. 

Average annual precipitation is 1070 mm at Bescós de Garcipollera on the valley 

floor (905 m), and it is probably more than 1300 mm in the highest parts of the basin, as 

estimated from other climatological records in the region. Spring and autumn are the 

rainy seasons, and individual rainfall events can have great variability. The time series 

of extreme rainfalls do not show a significant trend during the period studied here 

(García Ruiz et al., 2001). 

The Ijuez Valley has been cultivated and grazed for centuries with a high 

demographic pressure. Up to 60.9% of the valley was cultivated as fields on the steep 

valley slopes without altering the shape of the slope with terraces or other protective 

work. This practice was especially frequent in south facing slopes, even under shifting 

agriculture systems. Historically sheet wash erosion, gully erosion and debris flows 

yielded much sediment to the main channel, causing large accumulations of debris, river 

aggradation and channel braiding (Martínez-Castroviejo and García-Ruiz, 1990). 

Depopulation started in the early decades of the 20th century. During the 1950s, five 

villages in the valley were abandoned, and the land was bought by the State Forest 

Service. During the following decade, an intense campaign of reforestation was carried 

out to reduce soil erosion. 
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At present, the valley has a relatively dense vegetation cover, represented by pines 

(65.5% of the total area), oaks and beeches (6.5%), dense scrubland (8.2%) and 

subalpine grasslands in its highest parts (5.3%). Bare soil and rock outcrops represent 

13.5% of the area, and agriculture is now reduced to less than 2% of the basin. 

 

3. Data and methods 

3.1. Database 

Three sets of aerial photos, taken in 1957, 1977 and 2002, were the basis for 

constructing the landslide and land cover data base. The 2002 photography is a color 

orthophoto with a spatial resolution of 1 m. The 1957 and 1977 photos are black and 

white at 1:32000 and 1:18000 scale, respectively. I scanned and orthorrectified these 

images using the 2002 orthophoto for reference and a 10 m DTM developed by a 

private photogrammetry company. 

I then developed a spatial database from visual interpretation of the images. 

Landslides found on the 1957 ortophoto were mapped and coded, and the evolution of 

each landslide was tracked in the newer two photos. The same procedure was applied to 

the new landslides identified in the 1977 and 2002 images. All the landslides were 

coded as point features representing the center of the scar area. The presence or absence 

of the landslide scar was registered based on the later images (Fig.  1). The deposits of 

debris flows caused by landslides were not considered in this study. 

I used a similar approach to map the evolution of land cover in the valley. 

Although various land cover types were identified from the images, some of the types 

were later combined for statistical analysis. The final classes were: forest, shrub, 

subalpine grass, arable, reforestation, urban and fluvial deposits. On the 1957 photo, the 
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boundaries between past land use types within the abandoned areas can be identified. 

Thus, the photo provides information about the distribution of land use just before the 

begining of the land abandonment process in the first decades of the 20th century 

allowes one to consider the location of old fields in the analysis. 

I used a 10 m DTM of the Ijuez Valley, which provided the following variables 

relevant to landslide triggering: slope (tan α), aspect (cos β), curvature (C), upslope area 

(A), the topographic index ln(A/α), and potential insolation (POTRAD). Slope 

represents material mobility at a point, exerting a major influence on the triggering of 

landslides. The curvature index here is a compound of longitudinal and tangential 

curvature, with positive values indicating hollows which tend to acumulate soil and 

water, and negative values expressing divergent and accelerating flux lines and thus a 

tendency to export soil and water to neighbouring cells. Both slope and curvature affect 

local soil moisture storage, influencing initial conditions for landslides when an intense 

rainfall event occurs. The topographic index ln(A/α) (Beven and Kirkby, 1979) has a 

similar implication but it includes information about all the upslope area, not just about 

its immediate neighbours. It reaches maximum values at locations with large upslope 

area and gentle slope, where water and soil tend to accumulate. The topographic index 

along with some mechanical properties of soil and the slope angle has a long tradition in 

distributed slope stability modelling such as Shalstab (Montgomery and Dietrich, 1994) 

and Sinmap (Pack et al., 1998). The hypothesis underlying these approaches is that 

redistribution of soil water during and after long rainfall periods is the main process 

explaining the development of saturated layers and positive pore pressures. The upslope 

area (A) was calculated using the M8 algorithm of Freeman (1991), implemented in the 

PCRaster GIS macro language. The aspect angle also exerts a control on the amount of 

solar energy that reaches the soil and hence on potential evapotranspiration. Due to the 
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circular nature of this variable a cosine transformation was applied to it. The result 

emphasizes the contrast between north and south exposure. Annual potential radiation 

was estimated using the Potrad5.1 dynamic model for PCRaster (Van Dam, 2000). 

 

3.3. Statistical analysis 

The comparison of the number of landslides in the three available images allowed 

the estimation of landslide occurrence rates for the periods 1957-1977 and 1977-2002, 

expressed as a number of landslides per year. In a similar way landslide extinction rates 

were also calculated from the number of landslide scars that disappeared in each period 

due to vegetation recovery after the failure. I contrasted the differences in the rates for 

the two periods against the null hypothesis of equal rates using a standard chi-square 

test. 

I used a step-forward logistic regression model to assess the importance of 

different variables for the occurrence of landslides. The presence or absence of 

landslides in the 1957 photo, as well as new landslides that occurred in the periods 

1957-1977 and 1977-2002, were used as dependent variables, so finally three different 

models were obtained. The independent variables were separated into two groups: i) the 

Ijuez Valley-DTM, and ii) land cover. The first set represents the time invariant 

topographic variability, whereas the second set incorporates the man-induced 

variability. The continuous variables were rescaled to a range of zero to one, in order to 

make the logistic coefficients comparable. 

The goodness of fit of the models was evaluated using the area under the ROC 

(receiver operating characteristic) curve statistic (Deleo, 1993; Beguería, in press). An 

example of a ROC plot is shown in figure 4. The AUC statistic obtained from a ROC 
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plot expresses the overall fitness of a classification model with a binary dependent 

variable to observed data, in a similar way that the R-square statistic measures the 

goodness of fit in linear regression analysis (Hosmer and Lemeshov, 2000). Its value 

ranges from 0.5 to 1.0. 

To retain the high resolution of the Ijuez Valley DTM, I performed a pixel-based 

resampling of the other variables, from point (landslide scars) and poligon (land use / 

cover) representations into a grid format. Landsliding, even if frequent, occurs in a 

scattered way, leading to a highly unbalanced sample with the positive cohort (landslide 

presence) being orders of magnitude lower than the negative cohort (landslide absence). 

This is a concern since common statistical procedures, including logistic regression, 

work best with groups that are more or less equal in size. When a cohort of a binary 

dependent variable is very small compared to the other, these techniques tend to 

underpredict the probability of occurrence of the rare event. This can be solved by 

performing an endogenous stratified sampling (Prentice and Pyke, 1979; King and 

Zeng, 2001) by taking all the positive cases in the population (landslide presence) and a 

random selection of the negative cases (landslide absence). The proportion of positive to 

negative cases in the final sample was set at one to ten. 

I used a resampling design in order to obtain more reliable results. Instead of 

performing a single analysis on the complete sample, 50 replications were made for 

each time period analysed. Each sub-sample  contained 80% of the positive cases, and a 

number 10 times higher of negative ones. A logistic regression analysis was then 

performed on each sub-sample, and average results were collected afterwards. The 

criteria for entering a regression in the final results was set to α = 0.001 (0.05/50).  Such 

a low critical p-value is needed when doing a set of analysis on the same dataset, to 

avoid entering random results (Bonferroni correction; see Bland and Altman, 1995). 
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The criteria for the variables was set to α = 0.05, and only those present in at least five 

of the regressions (10%) were included in the final results. 

Since the resultant logistic coefficients are averages of a number of different sub-

sample s, a unique expression for the probability of landsliding cannot be obtained with 

this technique. However, it is a good solution to the problem of overfitting the 

regression model to a small sample, which tends to occur in the analysis of rare 

phenomena. The results concerning the relative importance and the sign of the 

independent variables are hence more reliable, so the resampling procedure described 

here is best suited for explicative models and variable contrasting. 

 

4. Results 

4.1. Evolution of land cover after land abandonment 

Table 1 shows the distribution of land use / cover in the different periods 

analysed. The situation prior to 1957 represents the maximum extent of the cultivated 

area, probably corresponding to the begining of the 20th century. At that time 60.9% of 

the valley was cultivated using different techniques, and forests occupied 24.7% of the 

area. Only 5.1% of the valley was covered by shrubs. 

The 1957 image represents an intermediate state in the process of land 

abandonment, which begun several decades earlier (Lasanta, 1989). The arable fields 

were reduced to 15.9% of the total area, whereas the shrubland class increased to 38.5% 

as a consequence of recolonization of abandoned cultivation fields (Molinillo et al., 

1997). The wooded area was almost the same as before (28.2%), and some reforestation 

(7%) had been performed on hillslope fields (11.5% of the former arable lands were 

already reforested). 
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The situation in 1977 was quite different. Only 1.8% of the basin area was still 

cultivated, and the fields were confined to the most productive areas in the main valley 

floor. Natural forests (40.9% of the total area) became the most common land cover, 

due to natural recolonization of former shrubland (25.7% and 16.8% of these covers 

were occupied by pine and oak forests, respectively). Reforestation works were 

performed during the 1950s and 60s on the old hillslope fields, affecting 22.2% of the 

total area. 

Only small land cover changes from 1977 were observed in the 2002 image. 

Natural forests increased up to 46% of the total area, at the expense of the shrubland. It 

must be noted that a relevant increase in the density of the vegetation cover was 

observed in almost all the reforested areas, shrubland and natural forests: 87% of the 

current shrubland area occupies former cultivation fields at the valley slopes. 

 

4.2. Landslide ocurrence and extinction rates 

Table 2 shows the number of landslides identified in each image, along with the 

number of new and extinguished ones in the periods 1957-1977 and 1977-2002. This 

allows the calculation of landslide ocurrence rates for the two time periods, 3.60 and 

2.40 per year, respectively, which suggests a decrease in landslides ocurrence. The 

chi-square test yielded a p-value of 0.033 for this difference. 

Extinction rates are highly different for the two time periods: 0.10 landslide scars 

dissapeared per year between 1957-1977 and 0.44 in the period 1977-2002. Thus, the 

densification of the vegetation cover in this last period has accelerated the recovery of 

the areas affected by landslides. 
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4.3. Location of landslides and the role of land cover changes on landsliding 

Table 3 shows the results from the logistic regressions for the periods prior-to-

1957, 1957-1977 and 1977-2002, as average values from the 50 sample replications 

explained above. The first column ('Count') shows the number of times a variable was 

introduced in the model by the stepwise procedure. Only those variables appearing in at 

least 10% of the models were included in the table. The logistic coefficients ('B') 

represent the change in the odds ratio for a unit change in the variable, so a positive 

value means that an increase in the variable increases the probabilities of landsliding. 

Since the input variables were rescaled to range between zero and one it is possible to 

compare the coefficients directly, so a value of two represents twice the effect in the 

odds ratio than a value of one. The Wald statistic (squared ratio of B to its standard 

error, given in parentheses) expresses the confidence level of the coefficient. 

The area under the ROC curve (AUC; see Fig. 4) and its standard error are also 

given for the two blocks of variables. The final values obtained for the models, above 

0.8 in all cases, indicate very good model performances (Hosmer and Lemeshov, 2000). 

The result of the first analysis, for the period prior to 1957, is shown in Table 3a. 

The first set of variables represents the influence of topography, where slope had a 

predominant role as shown by the highest B coefficient. Other topographic variables 

entering the model were, in the order of frequency, were hillslope curvature, potential 

radiation and aspect. Curvature showed a positive effect on the ocurrence of landslides, 

with a B coefficient about 1/3 that of the slope. Hence, locations with a convex shape 

(positive curvature) are more prone to landsliding. These values are typical of the 

hillslopes and divides, contrary to the low curvature values which are characteristic of 

gullies and valley bottoms. Potential radiation, with its B coefficient value six times 

lower than that of the slope, also showed a positive influence, meaning that locations 
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that receive higher insolation are more prone to landsliding. Finally, aspect (cos β) 

presented a negative value of B, indicating that northern exposures are less prone to 

landsliding. Its B coefficient was around eight times lower than that of the slope. In 

summary, slope is the main factor explaining the location of landslides, and the other 

topographic factors tend to favour locations with less soil moisture accumulation as well 

as less soil and plant development (convex shape, high insolation, southern exposure). 

The second block of variables represents land cover, which reflects both the 

abandonment of cultivated land and natural vegetation recovery processes. The 

shrubland class appeared in all 50 analysis, being the most important factor favouring 

landslides. Shrubland was the predominant land cover class in the 1957 image, with the 

greatest part (87%) of it coming from former hillslope fields. The second variable in the 

model was the class of alpine pastures, with a strong negative influence on landsliding. 

The class of arable lands, still including more than 85% of the hillslope fields in 1957, 

proved to be a positive factor for landsliding, with a B coefficient similar to that of 

shrubland. 

The second logistic regression analysis (Table 3b) corresponds to the period 1957-

1977. It shows the poorest results of the three sets, although the AUR statistic is high 

(0.801). Among the topographic factors, only slope was included in more than 10% of 

the models. In the second block, the forest class was introduced in 47 of the models, 

with a clear negative influence on landsliding (B = -1.448). The alpine pastures appear 

in second place, again with a strong negative influence (B = -2.175). The shrubland 

class, the most important one in the previous analysis, is relegated to the third place, 

appearing only in six of the models. 
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The result from the analysis of the period 1977-2002 is shown on Table 3c. Slope 

is again the first explanatory variable in all the 50 regressions. Its B coefficient, 

however, decreases from 8.180 (in 1957) to 5.333. The topographic index appears also 

with a strong positive influence on the location of landslides (B = 3.672). 

In the second block of variables, the shrubland class is again the most important 

variable favouring landsliding. The areas with a recent evolution from shrub to forest 

still show a positive influence on landsliding, with the B coefficient being equivalent to 

that of the shrubland. On the contrary, the alpine pastures and those areas that had been 

forested for a long time (forest x forest) again inhibit landsliding. 

 

5. Discussion 

The analysis of the sequence of aerial photos has revealed a decrease in the 

landslide ocurrence rate in the Ijuez Valley during the period 1957-2002, a period when 

the area underwent land abandonment and vegetation recovery. In the two sub-periods 

studied, 1957-1977 and 1977-2002, the landslide occurrence rate decreased from 3.6 to 

2.4 landslides per year in the valley, which is significant at α = 0.05. In the same time 

period the number of landslide scars that disappeared each year due to vegetation 

recovery increased. Thus, the revegetation process has proven to be more effective in 

erasing the scars of previous landslides by plant colonisation than in preventing the 

occurrence of new ones, although a slight reduction in the occurrence rate has also been 

found. 

The imbalance between the occurrence and extinction rates accounts for the 

accumulation of landslide scars visible in the series of images (from 156 landslide scars 

in 1957 to 273 in 2002). Despite the decrease in the ocurrence rate and the increase in 
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the extinction rate, the number of visible landslides was still increasing in the Ijuez 

Valley in 2002, indicating that landsliding is a continuing degradation process in the 

land not yet in equilibrium. With the data used in this analysis it is not possible to 

determine when this accelerated process started, although historical evidence suggests 

that it was related to increased human population throughout the Pyrenees in the second 

half of the 19th century (García-Ruiz and Lasanta, 1993; García-Ruiz and Valero, 

1998). This is the reason why, after farmland abandonment, a slight reduction in the 

triggering of landslides occurred, as well as an increase in the extinction rate of the 

scars. To complete this analysis, however, a survey is needed to determine the 

magnitude of landslides from each time period and to determine the real stabilisation of 

the mass movements, so that the global rates of mass movement in the basin can be 

estimated. 

Since no significant changes in total and extreme rainfalls have been found during 

the last century (García-Ruiz et al., 2001), it is clear that changes in land cover have 

played a major role in changing landslide activity. Statistical analysis through logistic 

regression has proved to be a convenient tool for assessing the influence of different 

land cover classes on landsliding. Several classes have been found to significantly 

increase or decrease the rate of landsliding. The analysis of sequential aerial images also 

allowed the evaluation of the effectiveness of revegetation in reducing the rate of 

landsliding. 

It has been shown that the areas formerly occupied by sloping arable fields are 

still prone to landsliding even many years after farmland abandonment. Today, most of 

the abandoned fields have a dense shrub or young forest cover. On the other hand, the 

natural forests have proved to exert a negative effect on landsliding. This is in 

agreement with the results from other authors, who stress that only a few shallow 
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landslides occur in forest areas (Blijenberg, 1998). Rogers and Selby (1980) pointed out 

that deforestation reduces the soil cohesion, allowing rainstorms with shorter return 

periods to trigger shallow landslides, whereas forested hillslopes remain stable. 

However, a strong positive role of forests on controlling slope stability has been found 

only in the case of the old forests (i.e., forests already present in 1957). The areas that 

evolved from shrubland into woodland during the study period did not enter the models, 

or they entered with positive B coefficients (Table 3c). This suggests that the time 

required for the forest cover to provide effective slope protection is long, at least longer 

than the period of plantation. The pine reforestation class was not included in any of the 

logistic regressions, implying that it did not represent a significant positive or negative 

change in the odds ratio over the model with only the topographic variables.  

The influence of land cover on slope stability can be explained by a number of 

hydrological and mechanical effects. Vegetation significantly modifies soil hydrology 

by increasing rainfall interception, infiltration, and evapotranspiration. Interception and 

evapotranspiration reduce the amount of water that reaches the soil and is stored in it. 

They do not play an important role during the short extreme rainfall events usually 

required to trigger shallow landslides, but they can be of importance for the long term 

evolution of water in soil, and thus for initial moisture conditions when an extreme 

event occurs. Roots increase soil permeability and thus infiltration and conductivity, 

which causes greater accumulation of water in the soil during both short term events 

and long rainfall periods. The vegetation cover also introduces some mechanichal 

changes through soil reinforcement and slope loading. The increase in soil strength due 

to root reinforcement has great potential to reduce the rate of landslide occurrence, as 

many authors have stressed (e.g., Wu and Swanston, 1980; Blijenberg, 1998; Cannon, 

2000). Slope loading by timber, to the contrary, increases the probability of failure, 
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although it is normally ignored. The analysis conducted in this study does not allow 

statements about the relative importance of these different effects, although some 

hypotheses can be suggested from the analysis of the topographical location of the 

landslides in the different periods studied. 

A change in the topographic location of landslides has been detected. Although 

slope gradient remains the main topographic factor explaining the location of landslides, 

its importance reduced during the study period, as demonstrated by the decrease in the 

B coefficient. The other topographical variables also showed important changes in the 

three periods studied. For the period prior to 1957, the highest probability of landsliding 

was found on convex, highly insolated, south exposed slopes. These factors together 

inhibit the storage of moisture in the soil during long periods. Previous soil conditions 

do not seem to have played a decisive role in developing a saturated layer leading to 

positive pore pressure. Direct infiltration during highly intense rainstorms is the most 

likely cause of slope failure under such conditions. 

The results from the last period (1977-2002) are very different from the others. 

Besides the slope, the only significant variable was the topographic index, with the B 

coefficient close to that of the slope (3.672 vs. 5.333). Contrary to the previous case, the 

topographic index favours locations with better potential for accumulating soil moisture 

after long periods of rainfall, and are therefore more likely to develop positive pore 

pressures during intense rainfall events. This points to an increase in the importance of 

antecedent rainfall and initial moisture conditions on landsliding, so larger periods of 

precipitation became more important than isolated intense events. 

 

6. Conclusions 
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The temporal and spatial ocurrence of shallow landslides has been studied in a 

small valley in the Spanish Pyrenees, which underwent farmland abandonment and 

vegetation recovery during the 20th century. A GIS database has been developed, which 

includes topographical variables as well as information on the changes in land cover and 

the location of (shallow) landslides in the years 1957, 1977 and 2002. 

Tracking the landslides from the sequence of aerial images permitted the 

calculation of their annual occurrence and extinction rates. The ocurrence rate was 

found to be much higher than the extinction rate, which explains the accumulation of 

landslide scars with time. This suggests that shallow landsliding remains a process of 

degradation in the area, whose condition is far from equilibrium. During the study 

period, however, a slight decrease in the ocurrence rate and a strong increase in the 

extinction rate has been found, so a return to equilibrium can be forecast provided no 

significant changes in land cover or climate occur. 

Logistic regression has been used to assess the influence of land cover classes on 

shallow landsliding in the area. The former fields on the valley side slopes had a strong 

positive effect on landsliding, and they retain such influences even after several decades 

of land abandonment and natural vegetation recovery. The areas occupied by forests 

from the beginning of the analysis, on the other hand, had a significant negative effect 

on shallow landsliding, as was also the case for subalpine pastures. The reforestation 

work performed in the area has proven to be moderately successful in reducing 

landslide ocurrence. These results confirm the effects of land degradation on landsliding 

processes even decades after human activities have ceased. The results also confirm the 

inertia of geomorphic proceses as a consequence of slow changes in soil characteristics 

(depth, pore pressure, water retention capacity, shear strength). 
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A change in the topographic location of shallow landslides has also been detected. 

Before 1957, the slope gradient played a major role on explaining the location of 

landslides, along with a set of topographic parameters (curvature, potential radiation and 

aspect), all of which indicate areas with dry hydrologic conditions (i.e. small 

accumulation of soil moisture). Only the slope was mantained as a significant factor in 

the second period (1957-1977), and later (1977-2002) the topographic index entered the 

logistic model with similar importance to the slope. This represents a change from i) a 

previous situation in which the main landslide triggering mechanism was the generation 

of positive pore pressures by vertical infiltration during a period of intense rainfall, to ii) 

the current situation, in which the redistribution of soil moisture in the hillslope after 

longer periods of rain and the development of a perched watertable at the base of the 

soil column play a major role in slope failure. Root reinforcement of the upper part of 

the soil and changes to the soil hydrology introduced by vegetation recovery are the 

processes most likely to have provoked this change. 
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Captions 

Table 1. Distribution of land cover (percentage of the total area) in the different aerial 

images analysed. The situation before 1957 was deduced from the 1957 image. 

Table 2. Number of landslides visually detected in the different photos, and annual 

occurrence and extinction rates 

Table 3. Average results of logistic modeling, showing the number of times a variable 

was entered into the model (Count), B coefficient with standard error, Wald statistic, 

variable significance, and area under ROC curve (AUC) with standard error. a) 1957 

landslides; b) 1957-1977 landslides; c) 1977-2002 landslides. 

Figure 1. Location of the study area (Ijuez Valley) in the Iberian Peninsula and 

distribution of shallow landslides at different times. a) occurred prior to 1957; b) 

occurred between 1957 and 1977; c) occurred between 1977 and 2002; d) extinct 

landslide scars. Contour interval is 100 m. 

Figure 2. A hillslope affected by several shallow landslides and their associated debris 

flows near Espuéndolas (Spanish Pyrenees). Photo: J.M. García-Ruiz. 

Figure 3. End part of debris flow generated by a recent landslide near Espuéndolas 

(Spanish Pyrenees). Photo: J.M. García-Ruiz. 

Figure 4. Example of a ROC (receiver operating characteristic) plot. Sensitivity 

(proportion of positive cases correctly predicted) is plotted vs. specificity (proportion of 

negative cases correctly predicted) of the model at all possible threshold values. Each 

point in the plot represents a cutoff probability to classify a cell as a landslide. 

Sensitivity and specificity are related to the probability of making a type II (false 
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negative) and type I (false positive) errors, respectively. The area under the curve 

(AUC) statistic is 0.774 in this example. 
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